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Amended Items in Nomination:

Section 8: Significance

“Art” is hereby added as an Area of Significance to reflect the importance of the large New Deal-era
paintings by Odon Hullenkremer, which hang in the administration building and are documented in the

noi.ination as having high artistic value and association with the WPA Federal Art Project.

The US Army Corps of Engineers was notified of this amendment.

DISTRIBUTION:
Nutional Register property file
Nominating Authority (without nomination attachment)
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NATIONAL REGISTER OF HISTORIC PLACES
REGISTRATION FORM

1. NAME OF PROPERTY: CONCHAS DAM HISTORIC DISTRICT

HISTORIC NAME: Conchas Dam Project
OTHER NAME/SITE NUMBER: N/A

2. LOCATION

STREET & NUMBER: Roughly bounded by entrance to Conchas Lake State Park South Area, entrance to
Conchas Lake State Park North Area, Conchas Reservoir and Bell Ranch (Conchas Dam and Lake, U.S. Army
NOT FOR PUBLICATION: N/A

VICINITY: N/A

Corps of Engineers, Albuquerque District)
CITY OR TOWN: Conchas Dam
STATE: New Mexico CODE: NM

COUNTY: San Miguel CODE: 047

ZIP CODE: 88416

3. STATE/FEDERAL AGENCY CERTIFICATION

As the designated authority under the National Historic Preservation Act, as amended, I hereby certify that this _x_nomination

___request for determination of eligibility meets the documentation standards for registering properties in the National Register of

Historic Places and meets the procedural and professional requirements set forth in 36 CFR Part 60. In my opinion, the property

_X_meets
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/Y

does not meet the National Register criteria. I recommend that this property be considered significant
de _ _locally. (___See continuation sheet for additional comments.)
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___nationally

Signature of certifying official

State Historic Preservation Officer
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State or Federal agency and bureau
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4. NATIQNAL PARK SERVICE CERTIFICATION

I hereby certify that this property is:

entered in the National Register
____ See continuation sheet.

____ determined eligible for the National Register
___See continuation sheet.

_____ determined not eligible for the National Register

removed from the National Register
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5. CLASSIFICATION

OWNERSHIP OF PROPERTY: Public

CATEGORY OF PROPERTY: District

NUMBER OF RESOURCES WITHIN PROPERTY: CONTRIBUTING NONCONTRIBUTING
6 3 BUILDINGS
1 0 SITES
11 2 STRUCTURES
2 0 OBJECTS
21 5 TOTAL

NUMBER OF CONTRIBUTING RESOURCES PREVIOUSLY LISTED IN THE NATIONAL REGISTER: 0

NAME OF RELATED MULTIPLE PROPERTY LISTING: N/A

6. FUNCTION OR USE

HISTORIC FUNCTIONS:
GOVERNMENT: public works (dam and reservoir)
RECREATION AND CULTURE: outdoor recreation (reservoir, picnic area, hiking trails)

CURRENT FUNCTIONS:
GOVERNMENT: public works (dam and reservoir)
RECREATION AND CULTURE: outdoor recreation (reservoir, picnic area, hiking trails)

7. DESCRIPTION

ARCHITECTURAL CLASSIFICATION: MODERN MOVEMENT: Art Deco

MATERIALS: FOUNDATION: CONCRETE
WALLS: CONCRETE; ADOBE
ROOF ASPHALT
OTHER N/A

NARRATIVE DESCRIPTION (see continuation sheets 7-5 through 7-21).
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8. STATEMENT OF SIGNIFICANCE

APPLICABLE NATIONAL REGISTER CRITERIA

_X_ A PROPERTY IS ASSOCIATED WITH EVENTS THAT HAVE MADE A SIGNIFICANT CONTRIBUTION TO THE BROAD
PATTERNS OF OUR HISTORY.

B PROPERTY IS ASSOCIATED WITH THE LIVES OF PERSONS SIGNIFICANT IN OUR PAST.

_x_ C PROPERTY EMBODIES THE DISTINCTIVE CHARACTERISTICS OF A TYPE, PERIOD, OR METHOD OF
CONSTRUCTION OR REPRESENTS THE WORK OF A MASTER, OR POSSESSES HIGH ARTISTIC VALUE, OR
REPRESENTS A SIGNIFICANT AND DISTINGUISHABLE ENTITY WHOSE COMPONENTS LACK INDIVIDUAL
DISTINCTION.

____ D PROPERTY HAS YIELDED, OR IS LIKELY TO YIELD, INFORMATION IMPORTANT IN PREHISTORY OR HISTORY.

CRITERIA CONSIDERATIONS: N/A

AREAS OF SIGNIFICANCE: ENGINEERING; POLITICS/GOVERNMENT; ARCHITECTURE

PERIOD OF SIGNIFICANCE: 1935-1954

SIGNIFICANT DATES: 1935; 1939; 1940

SIGNIFICANT PERSON: N/A

CULTURAL AFFILIATION: N/A

ARCHITECT/BUILDER: U.S. Army Corps of Engineers (Captain Hans Kramer, District Engineer),
engineer/designer; Bent Brothers Inc. and Griffith Company, Los Angeles, contractors; Works Progress

Administration, Civilian Conservation Corps, work-relief contract labor.

NARRATIVE STATEMENT OF SIGNIFICANCE (see continuation sheets 8-22 through 8-37).

9. MAJOR BIBLIOGRAPHIC REFERENCES

BIBLIOGRAPHY (see continuation sheet 9-38).
PREVIOUS DOCUMENTATION ON FILE (NPS): N/A
_ preliminary determination of individual listing (36 CFR 67) has been requested.
_ previously listed in the National Register
_ previously determined eligible by the National Register
_ designated a National Historic Landmark
_ recorded by Historic American Buildings Survey #
_ recorded by Historic American Engineering Record #
PRIMARY LOCATION OF ADDITIONAL DATA:
x State historic preservation office (Historic Preservation Division, Office of Cultural Affairs)
_ Other state agency
x Federal agency (U.S. Army Corps of Engineers, Conchas Dam)
_ Local government
_ University
_ Other -- Specify Repository:
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10. GEOGRAPHICAL DATA

ACREAGE OF PROPERTY: approximately 141.3 acres
UTM REFERENCES

13 574010 E, 3920020 N

13 573130 E, 3918440 N

13 573610 E, 3918440 N

13 573130 E, 3918260 N

13 573080 E, 3918250N

13 574200 E, 3915000 N

13 571460 E, 3912870 N

13 571430 E, 3912510 N

TOMHOAW R

VERBAL BOUNDARY DESCRIPTION (see continuation sheet 10-39 through 10-40)

BOUNDARY JUSTIFICATION (see continuation sheet 10-39 through 10-40)

11. FORM PREPARED BY

NAME/TITLE: John D. Schelburg (with updated information by Julie R. Stone, Park Ranger, September 2004)
ORGANIZATION: U.S. Army Corps of Engineers, Albuquerque District Office DATE: 1997; 2004
STREET & NUMBER: 4101 Jefferson Plaza, NE TELEPHONE: 505-342-3601

CITY OR TOWN: Albuquerque STATE: NM Z1p CODE: 87109

ADDITIONAL DOCUMENTATION

CONTINUATION SHEETS
MAPS (see attached Tenaja Mesa and Conchas Dam U.S.G.S. quadrangle topographic maps)
PHOTOGRAPHS (see continuation sheet Photo-41 through Ph6t0-42)

ADDITIONAL ITEMS N/A

PROPERTY OWNER

NAME: U.S. Army Corps of Engineers
STREET & NUMBER: 4101 Jefferson Plaza, NE TELEPHONE: 505-342-3601

CITY OR TOWN: Albuquerque STATE: NM Zip CODE: 87109
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Description

The Conchas Dam Historic District is located 35 miles northwest of Tucumcari at Conchas Lake in San Miguel
County, New Mexico. The dam is situated along the South Canadian River approximately one-quarter mile
below its confluence with the Conchas River. The centerpiece of the district is the Conchas Dam constructed
between 1935 and 1939. The commanding concrete gravity-type dam is 1,250 feet in length and 235 feet in
height with a capacity of 709,100 acre-feet. The district contains the Main Dam and associated dikes, wing dams
and spillways. Nominated with the district is the 1939-40 Administrative Area, including the Administration
Building, five former staff houses, and an entry gate, a water tower and two paintings by artist Odon
Hullenkremer. A small number of modern intrusions are noncontributing to the district. Overall, the district
contains a high degree of integrity of its location, design, workmanship, materials, feeling, setting and
association.

The Conchas Dam Historic District occupies a portion of the Pablo Montoya Grant of 1824 now
described as Section 33, Township 14 North, Range 26 East (see U.S.G.S. quad maps). Government land at the
entire project amounts to 3,530 acres and the flowage easement land are 20,113 acres. The smaller nominated
district is situated along the South Canadian River approximately one-quarter mile below its confluence with the
Conchas River. The South Canadian River rises in the Sangre de Cristo Mountains near Raton, New Mexico,
flowing in a southeast direction; the Conchas River originates east of Las Vegas, New Mexico, and flows in a
southeast direction. The drainage area above Conchas Dam is approximately 7,500 square miles.

The historic district is within the High Plains and Great Basin Grasslands (Brown 1982). Hot in the
summer and cold in the winter, this semiarid area is marked by varieties of prairie grass, shrubs, and stunted
pifion and juniper trees. Erosion dissected, flat-topped mesas overlook the reservoir. The now fully mature elm
trees planted by the Civilian Conservation Corps (CCC) in the park and housing area that the CCC constructed
provide an oasis of shade in this otherwise sun-drenched setting.

Conchas Dam Historic District is a complex set of interconnected components acting in concert to create
areservoir of 315,735 acre-feet of water (see Figure 7-1). In addition to the concrete Main Dam, supplemental
water control features were also constructed. These consist of the north and south wing dams, the north and
south dikes, the emergency spillway, the irrigation headworks structure and a saddle dam (all contributing). In
contrast to the Main Dam, the wing dams and dikes were constructed out of an impervious rolled fill, covered
by a pervious rolled fill, and then capped by broken rock or riprap. The Emergency Spillway, located to the
north of the Main Dam, is a concrete ogee weir structure that extends 3,000 feet in length. The combined length
of the proposed linear district is 3.75 miles spanning a north to south trending line.

Upon completion of the dam in September 1939, an administration building, a single-family house, and
four duplex residences were constructed immediately northwest of the Main Dam in the Spanish-Pueblo Revival
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style. Original Conchas City construction camp buildings were dismantled and the over 700,000 adobe bricks
used to build it in 1935 were salvaged to construct the Administration Building and the permanent housing for
government employees. Contained within the Administration Building are two paintings by Odon
Hullenkremer, each contributing.

Table 7.1: Contributing Elements of Main Dam Complex
Name Type Construction

Main Dam Structure 1935 -1939
No. 1 North Dike Structure 1936 - 1939
Emergency Spillway Structure 1936 - 1939
No. 2 North Dike Structure 1937 - 1939
North Wing Dam Structure 1937 - 1939
South Wing Dam Structure 1937 - 1939
South Dike Structure 1937 - 1939
Saddle Dam Structure 1937 - 1939
Irrigation Headworks Structure 1938 — 1939

Main Dam

Conchas Dam is a large, straight concrete gravity dam built in 29 monoliths (see Photo 1). The staging of the
construction included building a monolith separately, creating a jagged wall of rising from the riverbed (see
Figure 7-2). Creating a massive wall of concrete, the sheer weight of the concrete holds the dam in place.
Measuring 1,250 feet in length, the dam is equal to the height of the Empire State Building. Construction of
such a large dam required 36,000 cubic yards of concrete, enough to build two Pentagon buildings and a
sidewalk around them. Five ungated ogee spillways, forming what appear to be a series of closed-spandrel
bridges (see Photo 2), top the dam. When spilling over the dam, water continues southeast as the South
Canadian River to Ute Lake. The crest elevation of the dam spillway is 4,201 feet. Full capacity of these
spillways at elevation 4,230 is 182,000 cubic feet per second (cfs) of water.

Stepped towers, or pier houses, bracket the spillways. Each pier house features a polished bronze door
opening to the interior of the dam. A road with parapet walls designed according to highway bridge
specifications and recommendation from the American Association of State Highway Official traverses the top
of the dam (Kramer 1941: Vol.1: 81). Traveling north over the top of the dam, the expanse of the Conchas Lake
reservoir is evident to the left (west), the spillway drops precipitously to the right (east).

The interior of the dam contains three interconnecting galleries that supply ventilation and access for
operation and inspection, and for future grouting and drainage. The operating gallery houses six, 4 foot by 5-foot
service and emergency hydraulic gates that have a capacity of emitting 8,100 cfs of water. The grouting gallery
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at the bottom of the dam holds three Kaylex holes that were bored down into the foundation. These holes are
monitored for uplift pressure on the dam and provide inspection access to the foundation.

The concrete walled powerhouse is situated on the south downstream side of and physically attached to
the Main Dam (see Photo 3). It houses a hydroelectric generator, a diesel generator, electrical transformers and
panels. Designed in the same stepped fashion as the pier houses, the interior and exterior doors are made of
bronze. Originally the roof was covered with copper sheets and the flashing and vents made also of copper. The
original roof was replaced with asphalt after the 1970s due to the extreme difficulties in maintaining it. Steel
casement windows and glass blocks, completing the quasi Art Deco appearance, are original. The hydro-
generator has never been used but is well maintained to act as a backup generator if the diesel motor should fail
and the hydraulic gates needed to be opened. Penstocks, a sluice or gate used to control water, were installed in
the dam for the intended future construction of a second powerhouse, to be located on the north downstream
side, to generate hydroelectricity and supply water to nearby communities.

Foundation excavation for the Main Dam initiated on December 20, 1935 by government forces and was
then contracted out in November 1, 1936. In preparation for the construction, surveyors stalked the countryside
with flags and scopes, followed by “high scalers” pushing away loose rock and scraping the hillsides that would
become the abutments. The first bucket of concrete was placed on April 12, 1937. Thereafter, and for the
following three years, construction on the various components progressed, with the dates, costs, volumes of
material involved, personnel, detailed by the War Department in 1940. In total, 1,300,000 cubic yards of
material were excavated and 836,000 cubic yards of concrete, 2,900,000 cubic yards of earth fill, and 785,000
cubic yards of rock fill placed.

Conchas Dam construction was unlike common dam building where a diversion tunnel or canal is used
to displace the water. Instead, the dam was essentially built from the outside in as the river was allowed to flow
through the center area of the dam while the south and north abutments and adjoining monoliths were completed
first. When construction began on the center monoliths, a cofferdam was built and the river was diverted
through the already completed sluicing gates on the north side of the dam.

Captain Hans Kramer, the District Engineer in charge of the project, assured structural stability of the
dam for years to come. He wrote, “Should grouting be necessary in the future, 3-1/2 inch steel pipe casings set
at five-foot centers and extended from the gallery floor to bedrock were installed along the entire length of the
dam. Extensive provisions for foundation drainage were made under the Main Dam...[with]...a series of 66
eight-inch core holes drilled to varying depths in the foundation are and extended with ten-inch riser pipes to the
operating gallery where they vent the artesian water and relieve pressure from under the Main Dam to the
Stilling Basin” (Kramer, 1941, Vol.1:194). In a similar manner, the Stilling Basin has 292 two-inch holes for the
same purpose of relieving any uplift pressures.
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Eastern New Mexico had been in a long period of drought and no one expected the water retained
behind the dam to rise significantly. It was speculated that it would take up to ten years to fill the reservoir
behind Conchas Dam. However, by July 1939, workers found themselves in a race against the rising water and
accelerated their pace.

North and South Wing Dams

The north and south wing dams are contiguous to the Main Dam and are constructed of earth and rock. The
north wing dam is approximately 1,000 feet in length, while the south wing dam is 4,000 feet long. Together
they contain approximately 880,00 cubic yards of rolled earth fill and 225,000 cubic yards of rock fill (see Photo

1).
North Dike No. 1 and No 2.

There are two north dikes that are composed of low earth fill structures separated by the Emergency Spillway.
Government forces started construction of the North Dikes and excavation for the Emergency Spillway on
September 8, 1938. North Dike No. 1 is three-quarters of a mile north of the Main Dam and is approximately
1,400 feet long with a maximum height of 30 feet (see Photo 11). It contains approximately 37,000 cubic yards
of rolled earth fill and 11,500 cubic yards of rock fill. North Dike No. 2 is one and one-half miles north of the
Main Dam and is approximately 1400 feet long with a maximum height of 20 feet. It contains 10,000 cubic
yards of rolled earth fill and 4000 cubic yards of rock fill.

Emergency Spillway

The Emergency Spillway is a concrete gravity, ogee-type structure that is 3,000 feet long and contains 67,250
cubic yards of concrete (see Photo 11). Government forces placed the concrete foundation; another 67,000 cubic
yards of concrete for the spillway was placed by contract. The contract started September 18, 1938 and was
completed May 4,1939. The crest elevation of the Emergency Spillway is 4,218 feet. Its capacity, at elevation
4,230 1s 450,000 cubic feet per second of water. It is estimated that water would flow over the Emergency
Spillway once in 240 years.

South Dike

The South Dike is an earth and rock fill structure approximately 96 feet high and 6,400 feet long situated across
low ground one-quarter of a mile south of the Main Dam (see Photo 4). In July 1937, funds appropriated by the
Emergency Relief Act of 1937 were made available for construction of the South Dike. Construction started in
August 1937 and was completed in April 1939. Foundation excavation required removal of 300,000 cubic yards
of material while the fill contains approximately 1,900,000 cubic yards of rolled earth fill and 515,000 cubic
yards of rock fill. The South Dike was completed with 100% government relief labor.
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Saddle Dam

The Saddle Dam is a small earth and rock fill structure located three miles south of the Main Dam (see Photo
14). It serves as a safety valve in the event of an extreme flood. The structure is 1,400 feet long with a maximum
height of four feet and contains 2,000 cubic yards of earth fill and 700 cubic yards of riprap.

Irrigation Headworks

The Irrigation Headworks consists of a concrete-lined tunnel driven through approximately 700 feet of shale
under the south abutment of the south dike (see Photo 5). Contract work initiated on the structure on October
19, 1938 and completed July 3, 1939. Concrete placement in the gate chamber was done by drilling an 8-inch
hole from the roadway of the South Dike directly above it. The operating equipment consisting of slide gates
and penstocks was installed by contract started March 10, 1939 and completed September 29, 1939.
Approximately 140,000 cubic yards of material were excavated and 6,000 cubic yards of concrete used to build
the structure. Included are the intake structure, an 11-foot diameter circular tunnel 328-feet long, a gate
chamber, a tunnel (known as the “horseshoe” tunnel), 22 feet wide by 15-feet high and 310-feet long, and an
outlet portal that discharges water into the irrigation canal. To regulate irrigation discharge, two, 90-inch
diameter steel penstocks, located in the horseshoe tunnel, control two hydraulically operated emergency gates,
each of which is six feet by seven feet-six inches and located in the gate chamber. Two similar gates are situated
in the outlet portal gatehouse for normal operation of the facility.

Administration Area

Located northwest of the Main Dam, the Administration Area consists of the project Administration Building,
five former staff housing units, and a park and picnic area. A few noncontributing elements, including a recent
picnic shelter and a bathroom, and metal storage sheds, have been introduced. These elements do not detract
from the historic setting, feeling, and association of the area.

Table 7.2: Contributing and Noncontributing Elements of Administration Area

Name Type Construction

Contributing

Administration Building Building 1939 — 1940

Duplex House 1 Building 1939 — 1940
Duplex House 2 Building 1939 — 1940
Duplex House 3 Building 1939 - 1940

Duplex House 4 Building 1939 — 1940
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Single Residence House Building 1939 - 1940

Entrance Gate Structure 1939 — 1940
Water Tower Structure 1939 - 1940
Painting

“Commencement of

Main Dam Construction.”  Object 1935
Conchas City, Object 1936

New Mexico”

Park Site 1939 - 1940
Noncontributing

Maintenance Building 1 Building post-1960s
Maintenance Building 2 Building post-1960s

Restrooms Building post-1970s

Shelter Structure post-1970s

New Mexico State Structure c. 1939; altered late 1950s
Highway 433

The road to the administration area from the south leads directly over the top of the dam and through the
tree-lined park built by the CCC. A left-hand turn takes one past the adobe entrance gate and into the parking lot
with the Administration Building directly in front and the houses further to the west (see Photo 6). Conchas
Reservoir provides a panoramic backdrop. The trees and grass of the park and the administration area offer a
welcome respite from the intense sun. Erected in 1939, the buildings were constructed with adobe blocks
recycled from the dismantling of Conchas City following the conclusion of the project. The houses,
administration building, park, and landscaping were built by a combination of the CCC and government and
contractor employees.

Entry Gate

Forming an imposing entry to the Administration Building are two, large stepped adobe posts topped with metal
lanterns. The CCC used recycled adobe salvaged from the construction camp to build the entry posts and
adjoining adobe walls.

Administration Building

The Administration Building is composed of a large, H-plan structure serving as the project office, park

headquarters and visitor center (see Photo 7). The center projecting volume contains the Visitor Center,
including a reception area and small exhibit on the building of Conchas Dam. The ceiling of the Visitor Center
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features traditional vigas and latillas composed of flat tongue-and-groove boards. Bronze letters above the
entrance invite the visitor to Conchas Dam. To the south is a three-bay garage, and to the north is an open
volume housing a water treatment plant. In ca. 1980 the original steel casement windows were replaced with
fixed three-part, double-glazed units. The decorative vigas were also removed at this time and original copper
lined canales replaced with durable tin drains. In 2003 the original flagstone walkway was replaced with
concrete in order to provide ADA accessibility.

In the exhibit area are two paintings by Odon Hullenkremer, a Hungarian-born artist who worked with
the WPA Federal Art Project during the 1930s. The larger of the paintings, six feet by twelve feet, hangs on the
north wall of the Visitor Center in the administration building and is called “Commencement of Main Dam
Construction” (see Figure 7-4). The foreground of this painting depicts four surveyors with their instruments.
The actual identities of the surveyors depicted have been verified by their descendents. In the background are
depicted machines and men at work. The second Hullenkremer painting, “Conchas City, New Mexico”
measures approximately four feet by eight feet and hangs on the south wall of the conference room of the
administration building (see Figure 7-5). This painting illustrates from a distance the town built for the
construction and support personnel of Conchas Dam. The town itself is dwarfed by the surrounding landscape.

Permanent Housing

The five houses making up the former Permanent Housing area are perched on a mesa top overlooking Conchas
Lake (see Photo 8)(see Figure 7-3). The reservoir is visible from the back yard, living and dining rooms of the
houses. Mature elms, juniper and other trees planted by the CCC surround the buildings. Four duplexes are
aligned along the access road that ends in a cul-de-sac where the single-family house, once used by the Project
Superintendent, is located. Each house is separated from its neighbor by an ample side yard of grass, the back
yards of grass and a sloped ridge that leads down to the reservoir.

In 1934, the New Mexico State Planning Board advocated the Spanish-Pueblo Revival style as a locally
derived building style suitable for New Deal public works. The State Planning Board worked with architects
John Gaw Meem, Willard C. Kruger, and James F. Zimmerman to promote the widespread use of this regional
style. The Corps of Engineers and New Deal project coordinators were so concerned with accuracy of the
construction faithfully representing the Spanish-Pueblo Revival style that the following instructions were
included in the 1939 Specifications for Permanent Facilities:

“The exterior plaster shall be...uneven and wavy...lacking in uniformity
and mechanical workmanship...to harmonize with the Pueblo style

of architecture. Generally the effects strived for are not by workmen using
small trowels, no straight edges, and their eye for plumbing and leveling”
(Corps 1939).
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In keeping with the Spanish-Pueblo style are characteristic exterior wooden lintels over all doors and windows.

The patios, walkways, and porches of each unit are constructed of flagstone, while the footings and
basements are concrete. An attached garage and carport constructed in the Spanish-Pueblo Revival manner
during the period of significance fronts each residence (see Photo 9).

Interior

Each house has five rooms comprising of 1,100 square-feet. Each house features a corner horno fireplace with
firebrick lining and terra cotta flues in the adobe brick chimneys. The fireplaces are fronted with a flagstone
hearth. The ceilings in the living room, dining room, screened side porches, and garages are composed of vigas
and flat tongue-and-groove boards. The floors are of white oak while the porch floors, patios, and walkways are
paved with locally quarried sandstone. All of the housing have plastered walls. The bathrooms have small, one-
inch white, hexagonal ceramic tiles laid on the floors. Standard commercial-grade rectangular, white tile is
utilized as wainscot on the walls. The interior windowsills are composed of one-inch thick white marble.

In circa 1980 all the original steel casement windows were replaced with fixed three-part, double-glaze
units. As part of this upgrade the exterior vigas and copper-lined canales were also removed (see Photo 10).
Recently (2001) the buildings were turned into concession leases operated by the Adobe Belle Resort. The resort
Corps and the resort have the commitment to retain the remaining character-defining features of the former staff
residences.

The Administration Building and the former residences for the Conchas Dam personnel are, with
exception of a replacement of windows and removal of vigas, retain a sufficient integrity to communicate their
significance under Criterion A, as representative of buildings constructed as part of a large New Deal project.

Water Tower

Located on a hill north of the Permanent Housing is a water tower (water tank and tower) installed in 1939-40
(see Photo 12). The 80,000-gallon tank is a standard plan design consisting of four steel legs on concrete
footings and center, welded water pipe topped with a steel water tank. A steel catwalk encircles the tank. The
water tower is a predominant feature on the landscape, dominating over the noncontributing maintenance
buildings.

Park

East of the Administration Building, across the entrance road, is a 6.2-acre park composed of grass and mature
shade trees (see Photo 13). Constructed by the CCC, the park is evocative of public works landscaping projects
of the 1930s, sometimes termed the “frontier pastoral,” designed to provide a small oasis in an otherwise arid
landscape (Kammer 1994:27-28). The slightly undulating landscape and mature elm trees provide an oasis
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during the hot summer months. The few modern intrusions, including recent picnic benches and a
noncontributing shelter, do not affect the historic integrity of the resource.

Noncontributing Elements
Maintenance Building 1

An open-bay storage constructed post-1960s composed of a metal roof and 3 metal sides and containing 3,133
square feet. This building is located on the “hill” area north of the former staff housing.

Maintenance Building 2

A warehouse constructed post-1960s composed of a metal roof and 4 metal sides and containing 5,355 square
feet. This building is located on the “hill”” area north of the former staff housing.

Restrooms

Constructed by Youth Conservation Corps crews post-1970s, this building is made of stone and covered with a
gravel and asphalt roof, and contains 300 square feet. This building is located at the east edge of the park/picnic
area.

Shelter

Constructed by Youth Conservation Corps crews post-1970s, this building is made of stone and covered with a
gravel and asphalt roof, and contains 200 square feet and houses the “Indian Rock” a petroglyph discovered
during construction of the dam. This building is located at the south edge of the park/picnic area.

New Mexico State Highway 433

As soon as the prolonged negotiations for rights-of-entry and land acquisition were completed, an access road
from the railhead at Newkirk to Conchas Dam was built. This road became New Mexico State Highway 129 in
the late 1930s. The former gravel road was later paved in the 1950s. In the 1990s, the highway was designated
by the New Mexico Department of Transportation as part of the Mesaland Scenic Byway. Although New
Mexico State Highway 433 is important to the history of Conchas Dam, recent changes in design and paving
materials preclude the highway from being considered a contributing structure.

Table 7.3: Summary Statistics
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Overall length of project

Total length of structures

Total volume of excavation
Maximum height of concrete section
Maximum height of earth dike section
Total volume of concrete

Total volume of earth fill

Total volume of rock fill

Maximum reservoir area

Maximum storage

Estimated total cost

Estimated total employment
Maximum employment

Period of construction

Table 7.4: Project Costs

Surveys, Explorations and Design

Main Dam and Wing Dams

North Dikes and Emergency Spillway
South Dike

Saddle Dam

Irrigation Headworks

Irrigation Headworks Operating Equipment
Permanent Facilities for O&M
Right-of-way

Construction Camp and Roads Cost

Total Cost
Table 7.5: Structure Measurements
Main Dam and Wing Dams
Main Dam (straight, concrete gravity type)

Crest length: 1,250 feet
Max. height: 235 feet

6 miles * only a portion of this project is being
nominated

3 % miles

1,300,000 cubic yards

235 feet

96 feet

836,000 cubic yards

2,900,000 cubic yards

785,000 cubic yards

26 square miles

600,000 acre-feet
$15,500,000.00
10,000,000 person hours
2,500

4 years

$ 636,913.85
8,642,182.08
868,940.82
2,443,062.09
4,845.70
419,471.25
147,015.54
231,881.20
165,909.24
1,893,097.64

$15,453,319.41
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Ungated spillway: 300 feet
Stilling Basin: 127 feet
Concrete: 750,000 cubic yards
Excavation: 515,000 cubic yards

QOutlet works:

Sluicing conduits: 6 — 4°0” x 5’0" w/capacity at 4201’ = 10,000 c.f.s.
Regulating conduits: 2- 46” diameter “  “ = 2,000 c.fs.

North Wing Dam
Length: 1,000 feet
South Wing Dam
Length: 4,000 feet
Both
Rolled earth fill: 880,000 cubic yards
Rock fill: 225,000 cubic yards
North No. 1 and No. 2 Dikes and Emergency Spillway
Emergency spillway (concrete gravity, Ogee-type)

Length: 3,000 feet
Concrete: 67,250 cubic yards

North Dike No. 1

Length: 1,400 feet
Maximum height: 30 feet
Rolled earth fill: 37,000 cubic yards
Rock fill: 11,500 cubic yards

North Dike No. 2
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Length:
Max. height:

Rolled earth fill:

Rock fill:
South Dike

Length:
Max. height:

Rolled earth fill:

Rock fill:
Excavation:

Saddle Dam
Length:
Max. height:
Earth fill:
Rock fill:

Irrigation Headworks

Tunnel length (total):

Concrete:
Excavation;:
Includes:

1,400 feet

20 feet
10,000 cubic yards
4,000 cubic yards

6,400 feet

96 feet
1,900,000 cubic yards
515,000 cubic yards
300,000 cubic yards

1,400 feet

4 feet
2,000 cubic yards
700 cubic yards

700 feet

6,000 cubic yards
140,000 cubic yards
intake structure
circular tunnel: 328 feet; 11-foot diameter

two — 6’0" x 7°6” gates, hydraulically operated for emergency control
horseshoe tunnel: 310 feet; 22 feet wide x 15 feet high

two 90-inch diameter steel penstocks
portal gatehouse

two — 6’0" x 7°6” gates, hydraulically operated for service operation

outlet portal

References: Circular No. 321, 1939; Information Pamphlet, 1948; Master Plan, 1976.
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Figure 7-1  Sketch Map of Nominated District (does not include discontiguous features; see reverse)
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Figure 7-3  Sketch Map of Former Permanent Housing Area

PLOT PLAN
KL "
Conchas Dam Permanent Housing
(Contributing)
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Statement of Significance

Built between 1935 and 1939 by the U. S. Army, Corps of Engineers, the Conchas Dam project was a direct
result of the many New Deal Programs designed to put Americans back to work and bring the country out of the
Great Depression. In addition to the dam, an 89-building town with all necessary amenities was constructed with
adobe bricks. It was later dismantled and the adobe bricks were reused to build the U.S. Corps of Engineer’s
permanent housing and an administrative building. They survive, though altered, as part of the legacy of this
large New Deal engineering project. In addition to the various construction related programs, two paintings of
the dam were commissioned through the Federal Artists Program. The Conchas Dam Historic District is eligible
for listing in the National Register of Historic Places at the state level under Criterion A in the areas of Social
History and Politics/Government, as a large construction project funded by numerous programs of the New
Deal. Conchas Dam 1is also eligible at the state level under Criterion C in the area of Engineering for its
distinctive engineering and for the high artistic value of the two Odon Hullenkremer paintings funded by the
WPA Federal Art Project.

Historical Overview

The notice to proceed construction issued on August 12, 1935, gave people in the nearby town of Tucumcari
cause to rejoice. Local newspapers recounted that upon receiving the news that Conchas Dam would be built,
the townspeople rang bells and blew sirens in celebration. The years preceding the construction of Conchas Dam
brought dust storms to Northeast New Mexico that relentlessly scraped away topsoil and destroyed farms and
ranches leaving many without means to grow crops. The crash of the stock market in 1929 only added insult to
injury in New Mexico. Many farmers had few options to survive the downturn. The New Deal and the promise
of a dam gave these people a sense of hope. Conchas Dam not only gave them an opportunity to work but also
to regain their dignity.

Isolated by miles of mesa lands from the nearest town, workers at Conchas Dam required housing,
meals, schools for their children and a hospital for their healthcare. In response the federal government built an
89-building construction camp known as Conchas City on former sagebrush country.' Over 700,000 adobe
bricks were used to build 50 buildings. In winter, when it was too cold to make adobe bricks, workers used hand
quarried sandstone blocks instead. Twenty-nine of the buildings were made of sandstone, one building was a
combination of adobe and sandstone, and the remaining buildings were three metal warehouses and six wood-
framed buildings.

' Conchas City was dismantled and the adobe bricks reused to construct the Administration Building and Permanent Housing units. A
few of the original stone buildings from Conchas City remain on private land and are not the subject of this nomination.
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Civilian Conservation Corps and other government employees dismantled the construction town
following completion of the dam in 1939. The adobe blocks were salvaged and reused to build the Corps of
Engineers’ permanent administration building and housing. These buildings stand today as examples of the
historic and architectural resources of the New Deal in New Mexico.

After completion of the housing and permanent facilities, the CCC created a small 6.2-acre park of grass
and trees adjacent to the administration building. Many of the trees planted still exist today and prompt visitors
to delight in the “oasis” in the desert. As a final touch, the CCC again used recycled adobe to build an imposing
gateway into the Administration Area.

CRITERION A: SOCIAL HISTORY, POLITICS/GOVERNMENT

New Deal programs played a profound role in New Mexico from 1933 through 1942. Not only was New
Mexico <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>